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Terms and Conditions of Sale

Updates

This catalogue presents the Schrader Pacific 

Tire Hardware Solutions products sold 

when it was released. It is a working tool 

for professionals who will find in it the most 

commonly used valves, accessories, tools and 

equipment for garages.

We provide some technical information 

to help you use the products under 

optimal conditions and thus facilitate your 

maintenance operations. Our technical and 

sales teams are at your service to provide you 

the support you need.

By submitting an order, you accept the terms 

and conditions of sale regarding our prices 

and invoices. The terms and conditions may 

not under any circumstances be cancelled by 

contrary terms and conditions of sale.

Schrader S.A.S. reserves the right to make 

any modifications deemed appropriate to this 

catalogue or the products themselves without 

prior notification. You will find in our price list 

the exact list of products sold. Our customer 

service department is here to help you with 

any specific procurement or training issues.





1

2

3

4

5

6

7

8

9

10

Passenger vehicle valves

Truck spuds and extensions

Farm Vehicle and EM valves

Cores and caps
Air conditioning products

Balancing products

Inflation and compressed-air equipment

Tire and inner tube repair products and parts

Repair tools and vulcanization equipment

Garage equipment, assembly products,  
tools and PPE

Construction equipment

Presentation

11
ETRTO index
Reference index: alphabetical and numerical
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To avoid any confusion when placing your order, we recommend that you include, FOR EACH PRODUCT:

- the complete Schrader Pacific Tire Hardware Solutions reference, e.g.:
- the Description, e.g.: “MASTAIR tire inflator gauge in bar”
- the quantity ordered.

The packaging indicated on our prices may not be broken into fractions. We thus reserve the right to round the 
quantity requested up to the quantity that is the next highest standard multiple.

39000-00

Request your login and password to access  

your eshop.schrader-pacific.fr account for the “Tire 

equipment and consumables” category.

www.eshop.schrader-pacific.fr

EXPORT CUSTOMERS

Call Center: 

Tel. +33 (0) 381 38 56 27
Fax +33 (0)3 81 38 56 81

Network of distributors in Europe, 
Africa, the Middle East, the Far East and 
Asia.

HOW TO PLACE YOUR ORDER

CUSTOMERS France

Call Center: 

Tel. 03 81 38 56 60
Fax +33 (0)3 81 38 56 81

Tire specialists and automobile distributors.

In France, and on customer request, any order for 
products in stock received before 3 p.m. can be 
delivered within 24 hours.
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Technical information about the product

Product standards

11.5 Diameter of the rim hole

Website for more information

Video available / Update via Internet

Intra-Schrader Pacific Tire Hardware Solutions or on-site training

Part storage:
Store parts, products and liquids away from 
light, in a dry, clean place and adhere to storage temperatures

High-Quality product

Premium Range and Be�er quality-price ratio

Spare parts

Schrader Pacific Tire Hardware Solutions A�er Sale Service

Destruction in accordance with Directive 2022/96/EC

Expiration date

Identification of the different types of weights

Safety sheet available

Instructions on demand or on shop.schrader-pacific.fr

Appropriate Personal Protection Equipment

Trick product

Light product

Product favourites

TECHNICAL INFORMATION ABOUT THE PRODUCT
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Training in Pontarlier & on site :
Personalised service, customised offer

•  Training centre recommended for professional training. Declaration registered under No. 43 25 01928 
25 with the local government of the Franche-Comté Region.

• TPMS pressure sensors (repair, mounting, programming)
• Cold and hot tire repair
• Mounting and dismounting of tires. 

TRAINING IN PONTARLIER & ON SITE

Our technical expertise

Published every 2 months, the technical bulletin is an opportunity for Schrader Pacific Tire Hardware to share 
knowledge, expertise and know-how.

Focus on the technical aspect of the products: the strong points, the rules of good use, the specificities, 
scenarios.
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Mounting, calibration, repair and maintenance:
• Pressure gauges
• Hydropneumatic jacks
• Tire regroover
• Civil engineering and agricultural mounting tools
• Torque wrenches
For non-manufactured products, Schrader Pacific Tire Hardware Solutions has obtained tool supplier 
approvals for internal aftersales services.

Service SAV Schrader SAS
Quai n° 2 - Rue Jean Mermoz
25300 Pontarlier - France
France =>  Tel.:  +33 (0) 381 38 56 60
International => Tel.: +33 (0) 381 38 56 27 

AFTER-SALES SERVICE

After-sales service : A trained & experienced aftersales team
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PARTS DRAWINGS : 
The valves, valve cores and caps are shown in the catalogue to scale.

Snap-in type rubber tubeless valve ORIGINAL 
Schrader Pacific Tire Hardware 

Solutions, 50 years of experience= Quality & safety.

Chapter 1

QUALITY AND SAFETY.

With its experience in new vehicle fitting with automobile manufacturers and
tire manufacturers, Schrader Pacific Tire Hardware Solutions offers
in the aftermarket a complete range of tubeless valves compliant with ETRO and ISO standards.

VALVE REPLACEMENT AND MAINTENANCE.

why ?
Valves are subject to a lot of strain :
• Bending from centrifugal force
•  Extreme temperature change due to their close proximity to brake drums or discs
• Poor weather conditions and salty air, road salt, etc.
• Natural ageing of the rubber
• Corrosion of aluminium valves
• Hydrocarbons

MANUFACTURING AND LABORATORY TESTS.

Approved and proven quality system.
Rubber valves:
• Automatic 100% airtightness controls in production
• Ozone, bending and impact-proof
• Airtightness at temperatures from -40 to + 100°C
• Blowout, placement and tear-off tests
• Over-pressure tests carried out at 13 bar for 2 mins.

Metal valves:
• Resistance to mechanical stresses
• Resistance to saline mist
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• Rubber tubeless valves  (snap-in) ............................................................................................ 8

 TR412 - TR413 - TR414 - 414L - TR418.

• High-pressure rubber tubeless valves  (snap-in). ................................................................... 9

 TR600HP - TR801HP.

 HP tubeless with nickel-coated brass base.

• Rubber tubeless valves for inner tube . .................................................................................  10 

 TR13 - TR15 and ring.

• Metal tubeless valves in raw brass or in nickel-coated brass (clamp-in) ...........................  11

        1533 - TR430 - TR416S - Especially for campers.

• Metal tubeless valves in nickel-coated brass (clamp-in) .....................................................  11

 TR416S.

• Light alloy tubeless valves (clamp-in) ............................................................................  11 - 12

TRADITIONAL CAR VALVES

CAR VALVES
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RUBBER TUBELESS VALVES 11,5 

TR 413 TR 414

COLD

4,5bar

MAX
MAX

210km/h

SPEED 

TR 412 
(V2.03.6)

Quantity 
per box

Packs of 
100 per 

box

(L) S-4040-2 10

(L) S-4040-3 100

(L) S-4040-55 5 or 10

(A) 66501-80 10

414 L
(V2.03.8)

Quantity 
per box

Packs 
of 100 

per 
box

(C) R-1878-2 10

(C) R-1878-3 100

(L) S-4640-55 10

(A) 35167-69 10

TR 413
(V2.03.1)

Quantity 
per box

Packs of 
100 per 

box

(C) R-1496-2 10 

(C) R-1496-3 100 

(L) S-4636-55 10

(A) 66504-80 10

TR 418
(V2.03.4)

Quantity 
per box

Packs of 
100 per 

box

(C) R-1799-2 10

(C) R-1799-3 100

(L) S-4642-55 5 or 10

(A) 66513-80 10

TR 414 
(V2.03.2)

Quantity 
per box

Packs of 
100 per 

box

(C) R-0756-2 10

(C) R-0756-3 100

(L) S-4638-55 10

(A) 66507-80 10

TR 413
Chrome-plated

Quantity 
per box

Packs 
of 100 

per 
box

66505-68 10

66505-69 100

66505-80 10

TR 414
Chrome-plated

66508-69 100

66508-80 10

(C) OE valves assembled complete with core and plastic cap. 
(L) Standard AM valves assembled with core and sealing cap.

(A) Standard AM valves delivered paired (core and cap not mounted).

Valves mounting tools ref. S-4032-1 or 65027-67:
• Check that rim holes are free from burrs and have a smooth, flat rust-free surface.

• NB : rubber valves must be mounted on all rim types (aluminium or steel)
having a minimum thickness of 1,8 min. at maxi 3,5 mm.

• Very strong tools. 
• Over-pressure tests carried out at 13 bar.
• Cold and heat resistance -40° to +100°C.

TR 438
(V2.03.5)

Quantity 
per box

(L) 65265-69 100



* Quick installation 
valves with your finger
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HIGH-PRESSURE RUBBER TUBELESS VALVES

Standard AM valves assembled with core and cap.

OE
 approved Valves

11,5 16

Standard AM valves assembled with core and cap.
• OE approved nickel-coated brass valves.

11,5

COLD 

5,5bar

MAX
COLD 

7bar

MAX

COLD 

14 bar

MAX

*
Quantity 
per box

65752-68 10

65752-69 100

*
Quantity 
per box

65753-68 10

65753-69 100

*
Quantity 
per box

65754-68 10

65754-69 100

TR 600 HP 
(V3.23.1)

Quantity 
per box

43025-68 10

43025-69 100

43025-72 500

43025-80 1000

TR 13 Designation
Quantity 
per box

R-0990-2
Intermediate ring for the 
assembly of TR 13 valves 

in a 16mm rim hole.
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R-0990-3 100

TR 801HP
Quantity 
per box

65664-68 10
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BRASS TUBELESS VALVES

(L) Standard AM valves assembled with core and sealing cap.

TR 415
(V2.03.3)

Quantity 
per box

Packs
of 100

(L) S-4156-2 10

(L) S-4156-3 100

(L) S-4156-55 10

TUBELESS  VALVES OR VALVES FOR INNER TUBES AND EXTENSION

• High speeds (top-of-the-line vehicles) : at high speeds, valves are subjected to stress due to the centrifugal force.
• Metal clamp-in tubeless valves are recommended for intensive use

• Replace the sealing washer each time you remove the tire

8,5 
Nut tightening

torque : 3 to 5 N.m.

9,7 
Nut tightening

torque : 12 to 15 N.m.

11,5 
Nut tightening  

torque : 3.5 to 4.6 N.m.

TR 430 (V1.11.1)
For motorcycles

Quantity 
per box

Spare washer

S-4043-2 10 2 Seals 35127-68

Nickel-coated
Quantity 
per box

Spare 
washer

R-1533-2 10 R-1419-2

TR 416-S
Quantity 
per box

R-2103-2 10

TYPE 
Scooter

Quantity 
per box

41558-68 10

11,5 
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8,5 
Nut tightening torque : 7 to 10 N.m.

8,5 

METAL TUBELESS VALVES

(V1.10.1) 
For 

motorcycles
Quantity 
per box

R-1674-2 10

For 
motorcycles

Quantity 
per box

42396-67 1

 LIGHT ALLOY (FOR LIGHT ALLOY WHEELS)

Also suitable for Michelin 
alu truck wheels.

11,5 

Nut tightening torque : 3 to 6 N.m.

TR 416-S
(V2.05.1)

Quantity 
per box

S-4042-G 10

TR 416-S
Quantity 
per box

Spare 
washer

42039-68 10
35440-68

42039-69 100

TR 416-S
(V2.05.1)

Quantity 
per box

Spare 
washer

S-4042-2 10 35440-68

 NICKEL-COATED BRASS
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METAL TUBELESS VALVES

11,5 9,7 

Nut tightening : 10 to 12 N.m.

11,5 
MAXI 

210 km/h

(V2.04.1)
Quantity 
per box

Spare 
washer

R-1446-2 10 R-1524-2

Quantity 
per box

Spare washer

R-1578-2 10  R-1419-2

For 
motorcycles 

angled
Quantity 
per box

65252-68 10

 LIGHT ALLOY (FOR LIGHT ALLOY RIMS)

11,5 Nut tightening torque : 12 to 15 N.m.>4,5bar

PRESSIONS 

POSSIBLES 

 (V2.04.1)
Quantity 
per box

Spare 
washer

R-1510-2 10 R-1524-2

Quantity 
per box

Spare 
washer

R-1914-2 10 R-1524-2

Nickel-coated
Quantity 
per box

65765-68 10

  FOR LIGHT COMMERCIAL  
AND CAMPERS
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TUBELESS VALVES SCHRADER PACIFIC TIRE HARDWARE SOLUTIONS 
GUARANTEED RELIABILITY.

The assembly of tubeless tires can be compromised by the use of an unsuitable valve. Thanks to their 
manufacturing quality, Schrader Pacific Tire Hardware Solutions’ tubeless valves for trucks provide the best 
guarantees.

Schrader Pacific Tire Hardware Solutions offers a complete range for each rim type. Automatic in-process control : 
dimensions, leaktightness, for 100% of parts. Testing of material strength in laboratory (behaviour in overpressure 
and different temperature conditions).

Chapter 2
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• Tubeless valves for drop-centre rims ..................................................................................... 16 

 Rim hole 9.7 mm

• Tubeless valves in nickel-coated brass for ALCOA® *  rims ...........................................17 - 19

 Rim hole 9.7 mm

• Tubeless valves for drop-centre rims  .................................................................................... 19 

 Rim hole 16 mm

• Tubeless valves for drop-centre rims ..............................................................................20 - 21

 Rim hole 20.5 mm

• Nickel-coated valves with guiding flange  .............................................................................. 22

• Valves for inner tubes (universal screw-on) ........................................................................... 23

• Spuds for universal screw-on valves ...................................................................................... 24 

• Flexible extensions and clamping lugs  ................................................................................. 31

• Rigid plastic extensions  ......................................................................................................... 32

• Rigid brass extensions ............................................................................................................ 33

• Loose wheel nut indicators ..................................................................................................... 34

 
 CHECKPOINT® - DUSTITE® - CHECKLINK®- CHECKLOCK® - SAFEWHEEL™
 * ALCOA: protected trademark, property of ALCOA

TRUCK VALVES SPUDS AND EXTENSIONS



BRASS TUBELESS VALVES

9.7 

Valve with oval shape foot for 
vehicles equipped with  Mercedes 
(Actros), Scania, Man, Volvo disc 

brakes.  Zinc bichromate nut.

• Nut tightening torque : 12 to 15 N.m.
• Replace the O-ring each time you remove the tire.

ETRTO no. B
Quantity  
per box

Spare 
washer

(1) R-1487-2 (V3.20.6) 85 10

R-1419-2

(1) R-1487-3 (V3.20.6) 85 100

(1) R-1487-7 (V3.20.6) 85 250

(2) R-1898-2 80 10

(2) R-1898-3 80 100

(2) R-1898-7 80 250

(3) R-1680-2 (V3.20.12) 70 10

(3) R-1680-3 (V3.20.12) 70 100

(3) R-1680-7 (V3.20.12) 70 250

(4) R-1485-2 (V3.20.4) 60 10

(4) R-1485-3 (V3.20.4) 60 100

(4) R-1485-7 (V3.20.4) 60 250

(5) R-1798-2 (V3.20.2) 60 10

(6) R-1500-2 (V3.20.7) 50 10

(7) R-1486-2 (V3.20.5) 40 10

(7) R-1486-3 (V3.20.5) 40 100

(7) R-1486-7 (V3.20.5) 40 250

(V3.20.1)
Quantity  
per box

Spare 
washer

R-0964-2 10

R-1419-2R-0964-3 100

R-0964-7 250

Quantity  
per box

Spare 
washer

R-2021-2 10 R-1419-2

(V3.22.1)
Quantity  
per box

Spare 
washer

R-2123-2 10

R-1419-2R-2123-3 100

R-2123-7 250

 DROP-CENTRE RIMS
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TUBELESS VALVES IN NICKEL-COATED BRASS - ALCOA® ALLOY RIMS

9.7 

• Nut torque : 10 to 12 N.m.
• Replace the O-ring each time you remove the tire

• Nut torque : 12 to 15 N.m.
• Replace the O-ring each time you remove the tire

(V3.22.1)
2123 nickel-

coated

Quantity  
per box

Spare washer

42729-68 10 R-1419-2

Quantity  
per box

Spare washer

42168-68 10 41686-68

TR no. B
Quantity  
per box

Spare 
washer

(1) 33645-68 TR 543 C 35

10 41361-68
(2) S-4295-2 TR 543 D 35

(3) S-4297-2 TR 544 D 50

(4) 42132-68 TR 545 D 66

(V3.20.1)
Quantity  
per box

Spare washer

41534-68 10 R-1419-2

 DROP-CENTRE RIMS
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TUBELESS VALVES IN NICKEL-COATED BRASS - ALCOA® ALLOY RIMS

9.7 

Nut tightening torque : 9 to 16 N.m.

Alcoa 
60 MS-00N

Quantity 
per box

Spare washer

41684-68 10 41686-68

Alcoa 
40 MS-00N

Quantity per box

65769-68 10

Alcoa 
54 MS-00N

Quantity per box

65757-68 10

TR 554 D
Quantity  
per box

65760-68 10

Alcoa
70 MS-07N2

Quantity  
per box

65758-68 10

 FOR DROP-CENTRE RIMS
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http://youtu.be/KSU2ejeiG3c


























































































































































































































































































































































































































https://eshop.schrader-pacific.fr/

